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NEW PRODUCTS
NEW TECHNOLOGY
NEW LEVEL OF PROTECTION

MAGNER 1aZ

BANKNOTE COUNTER
= User friendly interface for optimal efficient operation and time savings menus. MAE/I/[".

= Magner 152 enables contains the ability to have 20+ currencies at one time 2801 SW 149th Ave STE 250
allowing the operator more reliable performance in one combination. Miramar, FL 33027 LISA
* |Ises a full magnetic range sensor, Dual RGR CIS sensors, FL UV type, IRR, IRT, all ~ Phone 954-342-6000
in an effort to provide you the best possible detection and reliable performance,  Sales@magnerinternational.com
www.magnerinternational.com




MAGNER 1aZ

ANEW LEVEL OF BANKNOTE COUNTER EFFICIENCY

SPECIFICATIONS:

Hopper capacity a0pes Stacker capacity  200pcs Rejected pocket capacity  30~100pcs(adjustable)
Display 128dotxB4dot LCD Display
Suitable note size Length: 100mm~17amm Width: S0mm~30mm Suitable note thickness 0.0amm~0.1Zm UV Lamp
Speed  1000pcs/min(MIX, SDC Mode) 1200pcs/min(CNT Mode) ¢ .
Batch number  5~199pcs \ <
Connectivity External printer/PC port: RS232 ‘ ‘
LAN port: RJ45, External display port: RJIZ
Suftware upgrade/information collection port: USB
Save counted information port: Micro-SD card, USB
Available currency software US Dollar, Euro, GBF, Russian Ruble, +a0 more.
Operation modes  Single denomination sorting/Mix counting/Piece counting

Refleclion VUV

b

Counterfeit detection: Ultraviolet detection(LIV), Magnetism detection(MG), Metal thread detection(MT) Ultraviolet Sensor
Infrared image detection(IR). IRT, IRR, Dual RGE CIS.
Power supply AC 220V 50Hz +10% AC 11OV EOHz +10% Fully colored 18 channel MRS

Power consumption  Sleeping modes<IaW, Operation mode<70W BEBERe ISR Setolion

Packing Details:

Machine Dimension(LxWxH) 31amm=330mmx330mm
Net Weight13kg

Transportation Packing | unit/carton

Carton Dimension 415x419x475mm

Gross Weight/carton lokg

10—

Optional items: Magnetic Sensor
External Display External Printer

Reflection RGB/IR CIS

Infrared Sensor
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